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HANDSETS
Our optional remote controls allow for safe 
and easy programming of the entire mySmart 
Sensor range. The handsets are user friendly 
with intuitive programming options and boast a 
10 metre transmission range.

SURFACE MOUNT COLLAR
The MY-SMC1 is designed to mount directly 
to the in-slab junction box and easily locks 
the sensor in place with the special adaptor.  
It comes complete with screws, cable 
ties and gasket which ensures IP rating is 
maintained. 
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MY-P109 SERIES

The MY-P109 Series is a master and slave sensor pair. The master 
has two independent relay channels that can be connected to 
separate electrical phases for individual control of lighting, air 
conditioning or stepped shutdown. The optional slave sensor 
doubles the coverage footprint whilst replicating the master’s 
settings. Up to 10 slave connections are possible to a single master.  

Fascia Colours9mtr 44 MY-R11-20°C - +45°C

Side ViewTop View 360°

All mySmart Sensors feature:

•	 Spring clamps

•	 Easy Installation

•	 Integrated sensor and relay

•	 Built In Walk Test

•	  360° “no dead spot” lens 
design with adjustable lens 
shield

•	 5 Year Warranty

APPLICATION RECOMMENDATION KEY

Boardroom 
Meeting Room

Store Room

Bathrooms

Stairwell

Open Plan 
Office

Warehouse

Corridor

Undercover 
Parking 

ACCESSORIES

MY-P109-RR

Scan the QR 
codes to view 
data sheets



The MY-PA08 series are entry level, one relay 
channel, non-programmable sensors with user 
friendly manual adjustments. Available in two styles 
- flush and surface mounts.

MY-PA08 SERIES

The MY-HF114-RR microwave sensor has been 
designed with two relay channels and greater 
sensitivity to provide solutions for environments 
such as bathrooms, toilets and classrooms.

MY-HF114-RR SENSOR

With two relay channels and switch input, the  
MY-P120-RR is the best option for long range 
motion detection. Superior PIR sensitivity means 
no false triggers due to insects or other small 
animals.

MY-P120-RR SENSOR
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mySmart is an Australian 
company at the forefront 
of creating intelligent 
building control solutions.
We deliver on complex problems with 
easy to use solutions to suit our client’s 
needs. Our highly trained, industry 
qualified Consultants and Smart 
Building Specialists design, optimise 
and service the technology that make 
buildings work.

Delivering custom solutions, mySmart’s 
people centric designs enhance 
user comfort and productivity whilst 
minimising operational costs and 
resource consumption. 

mySmart offers design, quotation, 
training, warranty, and aftersales 
services.

Contact one of our industry leading and 
helpful Smart Building Consultants to 
discuss your requirements.
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MYSMART SENSORS
DETECTOR RANGE @ VARIOUS HEIGHTS

**MY-P120-RR range at 3.5 or 4 mtr height may exhibit blind-spots.
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